
Design and specifications are each subject to change without notice.  Ask factory for the current technical specifications before purchase and/or use.

Should a safety concern arise regarding this product, please be sure to contact us immediately.

Conductive Polymer Aluminum Solid Capacitors

(Polarity)

Mounting
parts

(−)

(+)

P

4.0±0.1 2.0±0.1 f1.5+0.1
−0

T

t

A

F

W

E

B

Direction of unreeling

W1

W2

Direction of unreeling

f380±2.0

f21.0±0.8 f8
0.

0±
1.

0

f13.0±0.2

2.0±0.5

R1.0

W1

W2

Packing specifi cations
● SMD type (Taping)

 <Carrier tape>

 <Reel> ● Minimum packing quantity and weight

Dimension
Size code

A±0.2 B±0.2 W±0.3 F±0.1 E±0.1 P±0.1 t±0.1 T±0.2

A5  4.7  4.7 12.0  5.5 1.75  8.0 0.4  5.8

B45  5.6  5.6 16.0  7.5 1.75  8.0 0.4  4.8

B6  5.6  5.6 16.0  7.5 1.75  8.0 0.4  6.2

C5  6.9  6.9 16.0  7.5 1.75 12.0 0.4  5.3

C55  6.9  6.9 16.0  7.5 1.75 12.0 0.4  6.2

C6  6.9  6.9 16.0  7.5 1.75 12.0 0.4  6.2

C10  7.0  7.0 24.0 11.5 1.75 16.0 0.5 10.5

E7  8.6  8.6 24.0 11.5 1.75 12.0 0.4  7.2

E12  8.6  8.6 24.0 11.5 1.75 16.0 0.5 12.3

F8 10.7 10.7 24.0 11.5 1.75 16.0 0.4  8.2

F12 10.7 10.7 24.0 11.5 1.75 16.0 0.4 13.0

Size code W1±0.5 W2±1.0

A5, B45 13.0 17.5

B6, C5, C55, C6 17.0 21.5

C10, E7, F8, E12, F12 25.0 29.5

Size code Quantity (pcs./Reel, f380) Typical weight (g)

A5 2000 700

B45 2500 900

B6 1500 800

C5 1300 800

C55 1000 800

C6 1000 800

C10 500 700

E7 1000 1100

E12 400 800

F8 500 1000

F12 400 1000

Unit : mm

Unit : mm
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 <Applicationsl>

● Radial lead type

 <Lead terminal cutting>

 <Lead terminal taping>

✽ The following table is a standard specification. Please contact us separately concerming specifications except 
for that mentioned below. Because of a limit on the length of a model name, the part of process name 

changes to +S from +TSS, +D from +TS, +3 from +C3, Please contact us for details.

Series Size code
Bag-packed product (lead terminal cutting)

Taping
Not processed Straight cut

SEP, SEQP
SEPC, SEPF
SXE, SEPG
SEF

B9, C55, C6, C9, C10, E7, E9, E12 ◯ +C3 +TSS (+S)

E13 ◯ +C3 +TS (+D)

F8, F13 ◯ +C3 +T

Code F +0.8 P±1.0 P0±0.2 P1±0.5 P2±1.0 Δh±1.0 W±0.5 W0 (min.) W1±0.5 W2 (max.) H±0.75 fD0±0.2 t±0.3 k (max.) L (max.)

+T f10 5.0 12.7 12.7 3.85 6.35 0 18.0 9.5 9.0 2.5 18.5 4.0 0.6 0 11.0

+TS (+D) f8 3.5 12.7 12.7 4.60 6.35 0 18.0 9.5 9.0 2.5 17.5 4.0 0.6 0 11.0

+TSS

(+S)

f5 2.0 12.7 12.7 5.35 6.35 0 18.0 9.5 9.0 2.5 17.5 4.0 0.6 0 11.0

f6.3 2.5 12.7 12.7 5.10 6.35 0 18.0 9.5 9.0 2.5 17.5 4.0 0.6 0 11.0

f8 3.5 12.7 12.7 4.60 6.35 0 18.0 9.5 9.0 2.5 17.5 4.0 0.6 0 11.0

Size 

code

Case

size

Processed type discrete lead terminals Zig-zag pack taping type

Quantity
(pcs./Bag)

Typical weight
(g)

Quantity
(pcs./Bag)

Typical weight
(g)

B9 f5 500 180 2000 1000
C55 f6.3 500 150 1500  650
C6 f6.3 500 160 1500  700
C9 f6.3 500 240 1500 1000
C10 f6.3 500 ✽ 1500 ✽
E7 f8 200 110 1000  820

Size 

code

Case

size

Processed type discrete lead terminals Zig-zag pack taping type

Quantity
(pcs./Bag)

Typical weight
(g)

Quantity
(pcs./Bag)

Typical weight
(g)

E9 f8 200 130 1000  900
E12 f8 200 200 1000  980
E13 f8 200 160 1000 1060
F8 f10 200 180 500  890
F13 f10 200 280 500  940

Size code B9 C55, C6, C9, C10 E7, E9, E12, E13 F8, F13

F 2.0 2.5 3.5 5.0

C3

L 3.5

Lead terminal cutting code Process names Size code (fD) Dimensions

+C3

(+3)

Straight

cut

B9 (f5) 

C55, C6, C9, C10 (f6.3) 

E7, E9, E12, E13 (f8)

F8, F13 (f10)

Taping code F Size code (fD) Taping

+T F=5.0 mm F8, F13 (f10)

+TS

(+D)
F=3.5 mm E13 (f8)

+TSS

(+S)

F=2.0 mm

F=2.5 mm

F=3.5 mm

B9 (f5) 

C55, C6, C9, C10 (f6.3) 

E7, E9, E12 (f8)

Unit : mm

Unit : mm

Unit : mm

−0.2

Minimum packing quantity and weight

✽ Please contact us.
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